
APPLICATIONS
 u Indoor/Outdoor Signage
 u Real Estate Advertising Boards
 u Point-of-Sale Displays
 u Trade Show Booths & Kiosks

 u Framing and Mounting
 u Road Signs
 u Wall Paneling/Interior Design
 u Architectural claddings & 

Insulation.

SPECIALTY Items available upon request (Minimum order may apply).

 u ACM with a FR core for 
Architectural Applications 

 u Magnetic ACM
 u Dry Erase ACM

SHEET SIZES

48”x 96”
48”x 120”
60”x 120”

GAUGES

.118” (3mm)  |  .236” (6mm)

COLORS

Black
Brushed Gold
Brushed Silver
 Red
White
Yellow
Blue
Green
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UP TO 10 YEARS OF LIMITED WARRANTY*
10 year bond integrity warranty and a 10 year indoor/ 5 year outdoor 
finish warranty on all Alumatex signage colors.

MULTI-METHOD MARVEL
Our enhanced polyester coating provides superior results for direct 
to substrate UV & latex printing by providing augmented adhesion for 
UV-curing and solvent based inks. Additionally, all Alumatex grades are 
optimized for DTSP digital printing. 

Alumatex, a versatile composite material, combines easy maintenance, flexibility, 
and aesthetic appeal. Its scratch resistance and low-maintenance surface make it 
a durable choice for both interior and exterior projects.

*for delamination

THE BEST OF BOTH WORLDS
The strength of aluminum + The versatility of polyester coating.

CUSTOM* 

 COLORS
 GAUGES
 SHEET SIZES
 THICKNESSES

* Available upon request 

GRADES 

 
Eco-Grade 
.004” Skin Thickness

 
Premium-Grade 
.008” Skin Thickness

If you can’t find what you need, please contact our sales department for a custom quote.


