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Trucast Product Data
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Service. It’s what we deliver.

Physical Properties of Trucast 
The following physical properties were determined  by using 3mm thickness of Trucast and 4mm 
thickness of HHC High Impact. 

Properties ASTM Unit Trucast High Impact 

 91.1 91.1 T 06-297 D
Optical 

 94.1 94.1 05-245 D xednI evitcarfeR
Light Transmittance D 1003-61 

 lellara 2929%P
 lato 3939%T

11%ezaH
Mechanical 

Tensile Strength D 638-61 T 
 erutpu mc/gkR 2 758 520 

mc/gk yticitsalE fo suludoM 2 3 x 10 4 2.56 x 10 4

 5.4 5.4% erutpuR ta noitagnolE
Flexural Strength D 790-63 

 erutpu mc/gkR 2 1,265 949 
mc/gk yticitsalE fo suludoM 2 3 x 10 4 2.67 x 10 4

Compressive Strength D 695-63 T 
 dlei mc/gkY 2 1,260 

mc/gk yticitsalE fo suludoM 2 3 x 10 4

Shear Strength D 732-46 kg/cm2 625 612 
Impact Strength D 256-56 

mc/gk tcapmI llaB gnillaF 2 0.8 
 396.12 M•N tcapmI traD gnillaF

Rockwell Hardness  001 M 26-587 D
Thermal

 891-061 081-041C° erutarepmeT gnimroF toH
Heat Distortion Temperature 

2° C/Min – 264 p.s.i. D 648-56 °C 100 82.2 
D 696-44 cm/cm/°C 7 x 10 -5 7.56 x 10 -5

Electrical
Surface Resistivity 28° C, 75% RH ohm >1016

Volume Resistivity D 257-61 ohm cm >1515

Dielectric  htgnertS
Short Time Test D 149-64 kv/mm 20
Arc Resistance D 495-61 No Track 
Miscellaneous 

Flammability (Burning Rate) D 635-63 mm/min 33 54
Water Absorption (Wt. Gain on  
     Immersion for 24 hrs.) D 570-63 % 0.3 0.3 
Soluble Matter Lost after Immersion % 0.0 0.0 

 rodO None None 
 enoN enoNetsaT
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Phone Numbers 
Sales: 713.645.4915
Fax: 1.800.627.5899
Toll Free: 1.800.231.4175 
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