Tolerance Information:

Gauges: +/- 5%
Length: +.25"/-0" (at room temperature)
Width: +.25"/-0" (at room temperature)

Layflat: 0 - 1/8" (at room temperature) in any four foot direction

Product Data - GM Cutting Board H :

Density g/cc 0.955 D1505
Tensile Strength @ Yield psi >4.100 D638
Tensile Modulus psi 250,000 D638
Elongation @ Break % >600 D638
Elongation @ Yield % 9.8 D638
Flexural Modulus psi 185,000 D790
Flexural Stress @ 5% Strain psi 3,810 D790
Compressive Properties @ 10% Strain psi 4,950 D695
Durometer Shore D 68 D2240
Tensile Impact ft.lbs/in? 115 D1822
Izod Impact Resistance ft/lb/in’ 1.1 D256
: o /o <-76°C (<-

Brittleness Temp. C/°F 105°F) D746
Vicat Softening °C/°F 123°C (253°F) | D1525
Heat Deflection Temp. 66 psi °C/°F 75°C (167°F) D648
Coefficient of Linear Thermal Ex ion| 10-In/in C

pansion deo 155 D696

The information contained in this document is derived from published data contained within several
source documents. A&C Plastics makes no warranties or representations with respect to the information or
the product materials described herein, and expressly disclaims all implied warranties and conditions. This
information is subject to change without notice. A&C Plastics does not assume responsibility for any data
obtained from third party sources.

These data are presented only as typical properties of the base resins which, to our best knowledge, are true and accurate.
However, since conditions of use are beyond our control, all recommendations or suggestions are presented without guaranty
or responsibility on our part. We disclaim all liability in connection with the use of information contained herein or otherwise.
All risks of such use are assumed by the user. Furthermore, nothing contained herein shall be construed as an inducement or
recommendation to use any process or to manufacture or use any product in conflict with existing or future patents.

L
.A
PLASTICS, INC,

Service. It's what we deliver.
1.800.231.4175 www.acplastics.com



	Product Data – GM Cutting Board HDPE
	Tolerance Information:
	Gauges: +/- 5%  Length: +.25”/-0” (at room temperature)  Width: +.25”/-0” (at room temperature)  Layflat: 0 - 1/8” (at room temperature) in any four foot direction
	Properties  Density  Tensile Strength @ Yield  Tensile Modulus  Elongation @ Break  Elongation @ Yield  Flexural Modulus  Flexural Stress @ 5% Strain  Compressive Properties @ 10% Strain  Durometer  Tensile Impact  Izod Impact Resistance
	Brittleness Temp.
	Vicat Softening  Heat Deflection Temp. 66 psi
	Coefficient of Linear Thermal Expansion
	Nominal Values
	ASTM D1505 D638 D638 D638 D638 D790 D790 D695 D2240
	D1822 D256 D746 D1525 D648 D696
	The information contained in this document is derived from published data contained within several source documents. A&C Plastics makes no warranties or representations with respect to the information or the product materials described herein, and expressly disclaims all implied warranties and conditions. This information is subject to change without notice. A&C Plastics does not assume responsibility for any data obtained from third party sources.



