
   

SP PETG sheet and rolls are designed for visual merchandising, retail display and graphic arts markets.

Additional uses include industrial face shields and fabricated parts. It offers a high clarity, impact resistant

solution, with gauges ranging from 0.010" to 0.475".

Product Description 

Technical Properties 

Product Data - SP PETG

These data are presented only as typical properties of the base resins which, to our best knowledge, are true and accurate.
However, since conditions of use are beyond our control, all recommendations or suggestions are presented without guaranty
or responsibility on our part. We disclaim all liability in connection with the use of information contained herein or otherwise.
All risks of such use are assumed by the user. Furthermore, nothing contained herein shall be construed as an inducement or 
recommendation to use any process or to manufacture or use any product in conflict with existing or future patents. 

Property 

Specific Gravity 

Rockwell Hardness (R Scale) 
Tensile Modulus 

Tensile Strength 

Flexural Modulus 

Flexural Strength 
Izod Impact (Notched) 72°F 
Izod Impact (Notched) -20°F 
Heat Deflection Temperature (@66 psi) 

Optical Refractive Index 
Light Transmission -Total 

Light Transmission – Haze 

Water Absorption 

Flammability 

Flammability 

Flammability 

Test Method

ASTM D-792 

ASTM D-785 
ASTM D-638 

ASTM D-638 

ASTM D-790 

ASTM D-790 
ASTM D-256 
ASTM D-256 
ASTM D-648 

ASTM D-542 
ASTM D-1003 

ASTM D-1003 

ASTM D-570 

UL 94-HB 

UL 94-V2 

MVSS 302 

Value* 

1.27 

115 
320,000 psi 

7,700 psi 

310,000 psi 

11,200 psi 
1.7 ft-lbs/in 
0.7 ft-lbs/in 

165 °F 

1.57 
>86% 

1% 
0.2% 

Passes at >0.010” 

Passes at >0.118" 

Passes at >0.040” 
*All values based on 0.125" unless otherwise stated 


